MODEL: LTK-1000ST/AL

BASIC DIMENSIONS
for Liftarm: L=829mm and Platform: L=1500mm

PART Nof PCS. [ DESCRIPTION DRAWING No. WEIGHT
1 1 CROSS BEAM WITH UNDERRUN BEAM LTK-1000ST-1UB/MR/1180 Th.0kg
2 1 LIFT ARM MIDDLE L=829mm LL-1000ST-2M/1180 49.0kg
3 1 PLATFORM ALUMINIUM 2200x1500 LL-1000AL-3-2200x1500 90.0kg
4 2 MOUNTING BRACKET LL-1000ST-4/Standard 32.0kg
5 1 SET | HYDRAULIC HOSE; OIL; + and - CABEL; ADDITIONAL PARTS | LL-1000ST-5 10.0kg
6 1SET | BOLT ASSEMBLY LTK-1000ST/AL-6 6.5kg
4 1 2 TILTING BRACKET with BOLT LTK-1000ST-7 11.5kg
350 8 2 LIFT CYLINDER #42 with mech. hose burst valve | HZ-1000L-M 1.5kg
9 2 TILT CYLINDER $42 MDDLE with mech. hose burst valve | SZ-1000LAL-M 13.0kg
10 |1 POWER PACK HY1000-12(24V) 14.5kg
\ TOTAL WEIGHT 308.0kg
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